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Abstract

Thiswork investigates the thermochemical treatment of metallurgical grade silicon to reduce
impuritiesto alow level suitable for use in photovoltaic applications. The first section of this
report describes experiments in a vacuum induction furnace to purify bulk quantities of molten
silicon using a combination of evaporation in vacuum and reaction with ammonia gas. This
approach resulted in partial removal of some impurities, but the long reaction times were
impractical and inefficient for this type of furnace. The second section of this report presents data
and results from chemical equilibrium calculations that examine the likely effectiveness of

various “gas blowing” treatments to remove aluminum impurities from polysilicon melts.
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Silicon Purification Melting for Photovoltaic Applications

| ntroduction

The availability of polysilicon feedstock has become a major issue for the photovoltaic (PV)
industry in recent years. Most of the current polysilicon feedstock is derived from rejected
material from the semiconductor industry. However, the reject material can become scarce and
more expensive during periods of expansion in the integrated-circuit industry. Continued rapid
expansion of the PV crystalline-silicon industry will eventually require a dedicated supply of

polysilicon feedstock to produce solar cells at lower costs.

The photovoltaic industry can accept a lower purity polysilicon feedstock (“solar-grade”)
compared to the semiconductor industry. The purity requirements and potential production
techniques for solar-grade polysilicon have been reviewed [1]. One interesting process from
previous research involves reactive gas blowing of the molten silicon charge. As an example,
Dosajet alia reported a reduction of metal and boron impurities from silicon melts using reactive
gas blowing with @and C} [2]. The same authors later reassessed their data and the literature,
and concluded that €and Q/CI, gas blowing are only effective for removing Al, Ca, and Mg
from the silicon melt [3]. Researchers from Kawasaki Steel Corp. reported removal of B and C
from silicon melts using reactive gas blowing with a#AD plasma torch [4]. Processes that

purify the silicon melt are believed to be potentially much lower cost compared to present

production methods that purify gas species.

One potential source of inexpensive silicon is metallurgical grade (MG) silicon, which typically
contains 0.1-0.5 wt.% total impurities. This material is used in large quantities for steel making,
and sells currently for approximately $2/kg. For the MG Si to be purified up to solar grade
(SoG), impurities such as B, P, Fe, Ca, Ti, Al, C, and Na must be removed to levels well below
~1 ppma, with the metallic species well below 0.001 ppm.

With molten metal metallurgical processing there are four potential purification steps that could

be utilized: 1) vacuum treatment to evaporate some elements, 2) treatment with reactive gases to



react with the other elements, 3) treatment with a molten slag to react directly with impurities or
to remove solid reaction byproducts resulting from gas treatments, 4) followed by directiona
solidification of the product to further remove impurities which segregate during solidification,
The experimental work described in Section 11 of this report deals with the first three steps.

Thermodynamic modeling provides important guidance toward favorable physical processes and
chemical reactions to remove impurities, as well as optimum operating temperatures and
pressures. These models have developed to alevel where they can incorporate alarge number of
reacting elements and compounds. Reference 5 contains a description of the problem,
calculational methods, and results for removal of C, B, P and Fe impurities from molten Si.
Section |11 below is a supplement which provides data and results for Al removal.
Thermodynamic models do not, of course, predict the rates of processes, measuring these rates

was one of the goals of the experimental work below.

II.  Meéelt Processing Experimentsto Purify Metallurgical Grade Silicon

Investigations into the purification of metallurgical grade silicon by high temperature melt
processing were performed at the Liquid Metals Processing Laboratory (LMPL) at Sandia
National Laboratories. This process involved the injection of gassesinto (or onto) a molten
silicon bath and was designed to remove undesirable elements through formation of solid or
gaseous reaction products. Initial consultation with thermodynamic data, relevant literature, and
computer modeling suggested favorable gas species; these included oxygen, nitrogen, ammonia,
water vapor, and HCI (aswell as gaseous Cl, and other chlorine compounds) [5]. A significant
effort to utilize moist argon as a reacting gas mixture is already successfully underway at Crystal
Systems, Inc. under the DOE's Photovoltaic Manufacturing Technology (PVMar) project. The
chlorine-bearing species were deemed too corrosive for the LMPL furnace and its associated

vacuum pumping system.

Experiments at Sandia were focussed on a combination of vacuum exposure plus reacting the
molten Si with ammonia (NH3) gas. Modeling suggests that P, Al, and Fe should physically

volatize from the melt under vacuum. Ammonia heterogeneously dissociates at high



temperatures, so an NH3 gas stream blown onto the molten Si surface or bubbled into Si should
dissociate on contact with the Si and thereby provide N atoms for dissolution into the melt.
Thermodynamic modeling [5] shows that reactions of N with B, Al, P, and Ti are favorable. N
combines with P to form volatile PN. B, Ti, and Al combine with N to form solid nitrides. In
particular, the possible reaction with B isimportant since directional solidification isincapable of
removing it. The gaseous products should escape into the vacuum chamber and either be trapped
on cooler solid surfaces or be pumped out. Solid nitrides need to be trapped in a molten slag or
on the crucible walls. It is also useful in that the impurities in question are much more reactive

with nitrogen than silicon, thus minimizing yield loss.

A. Experimental Design and Procedure

Silicon melting experiments were run in a 175 kW vacuum induction melting furnace with an
internal volume of 11 m* which was pumped for these experiments by a Stokes 1722 vacuum
pumping station rated at 2000 m*min. This furnace is configured with the induction coil box
mounted on the door to allow tilt pouring into a mold within the chamber (Figure 1). On the top
lid of the furnace are visual viewports, an optical pyrometer temperature sensor, and a material
insertion vacuum port. This port was used during the melts to take samples, add materia to the
crucible, and to insert a gas flow lance. Data logged during each experiment included furnace
power, vacuum level, molten Si temperature, and gas flow. The molten Si surface temperature

was monitored using an optical pyrometer.

Since solid Si is not very conductive, a graphite susceptor is required to heat the Si charge;
heating of the Si is then done by conduction and radiation from the graphite until the Si melts
and conducts current. Several susceptor/crucible designs were tested in the course of these
experiments with the goal of getting more rapid and efficient thermal coupling. Earlier melts
used a graphite crucible coated with yttria on the interior, but to minimize reaction with the
crucible and decrease contamination, a 30 cm diameter by 25 cm high quartz silica crucible was
chosen to contain the molten silicon. This added crucible also slowed the heating rate. Figure 2
shows an intermediate box design with avertical split ring graphite susceptor placed between the
crucible and the induction cails. In between the graphite and the crucible was packed athin layer
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(6 mm) of silicasand. It was also packed between the crucible and the magnesia furnace liner on
the bottom so that upon expansion of the silicon with freezing, the sand could give, and the

furnace would not be damaged.

Figure 1. Furnace door opened to show the door-mounted tilt pour induction crucible after

a melting experiment. Top of box and crucible are covered with silica deposits.

MG silicon in this experiment was purchased from Globe Metallurgical Inc. (supplier
specifications of 99.58% Si, 0.015 Ca, 0.094 Fe) at a cost of $2/kg for 700 kg. This material was
roughly sized as 10 cm chunks (Figure 3). Some pieces were contaminated with slag on one
surface, others had veins of slag running through them. This slag was analyzed as primarily
silica. The pieces were presorted for the experiments to eliminate pieces with significant slag
within the piece. Pieces were sand blasted to remove any surface slag. A maximum 45 kg MG Si
sample charge could be dense-stacked to the top of the crucible. Experience showed that the top
of this stack would not easily melt in due to inefficient heating and high heat loss at the top. Find
melts were conducted with 20.5 kg of Si.
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Figure 2. Schematic drawing of induction heating box with split ring graphite susceptor.

Figure 3. Metallurgical grade silicon melt stock; the two smaller bottom pieces contain

consider able slag and would be discar ded.
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Gas was introduced to the melt through a quartz tube attached to a water-cooled lance. Ininitial
tests the tube tip was submerged below the molten Si surface to attempt to bubble the gas. The
violence of the gas expansion at this temperature, even at low flow rates, caused extreme spatter
and precluded this approach. Given the high level of stirring which is evident during the melts
due to the inductive stirring, it was concluded that surface blowing would be sufficient to expose
silicon surface areato the gas. Experiments were conducted using Ar, N2, NH3, and air injection.
The lance tip was inserted to approximately 5 cm above the liquid, and gas flow was adjusted to

give amaximum depression in the liquid Si without spattering (Figure 4).

Two methods of sampling were used. The first used a large copper dipping block with a
hemispherical depression to collect the liquid Si (Figure 5). It was expected that its large thermal
mass would chill the sample before reactions could take place; in one case the stainless steel

bolts holding the sampler together partially melted, so a quartz dip tube was al so tested.

Figure 4. Blowing NH3 through quartz tube onto molten Si. Deposits on tube and crucible
lip area mixture of Si spatter and oxides of Si.
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Figure 5. Copper dip sampler after use. Si issample at bottom, and white depositsare Si
oxides deposited during the brief dipping exposure.

B. Results

Severd initial trial melts were conducted to devel op the experimental process, including crucible
configuration, gas blowing system, sampling methods, and techniquesto add Si or other
materials to the melt. An important potential advantage of induction heating is that the melt is
very well stirred by the induced fields. This stirring also aids in melting the charge since the

moving fluid transfers heat from the crucible wall to the solid.

Attempts to add slag to the molten Si and blow with gas were not successful. A 1.5 kg slag
addition of powdered lime- magnesia- silica- titanium dioxide was dropped onto the melt. It
reacted with the Si, and some of the slag powder was gjected from the melt. The remainder
melted and floated on top of the melt, but the reaction continued with gas generation. This was
likely due to reaction of the SIO, in the slag with Si to form gaseous SiO. The SiO, was added to
the slag mixture to promote fluidity, so as it was removed, the slag became much more viscous.
This occurred over several minutes, and the viscous slag layer interfered with gas flow to the Si

surface.
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The following two experiments evaluated vacuum exposures and gas treatment to purify MG Si:

Silicon M et V338

The purpose of this experiment was to expose molten Si to 30 min of vacuum followed by 30
min. of blowing with NH3. The crucible was charged with 20.2 kg of MG silicon. To begin the
experiment the furnace was pumped down and aleak rate of 65 mtorr/ hr was achieved. The
power was turned on to the induction coils at 10:00 AM. The procedureislisted in Table 1.

Table 1. History of experiment V338

Time Power Temperature Pressure Comment
(kW) (°C) (mtorr)
10:00 20 21.4
10:15 30 22.9
10:25 40 49.7
10:40 50 133
10:50 60 139
11:54 80 119
12:20 80 159 Si turning red
12:42 Off 190 White hot spot
13:10 80 177
14:00 90 207
14:25 92 230
14:35 100 229
14:55 60 256 Melted in
15:24 20 235 Lance in/no gas
15:26 20 231
15:28 20 1550 750 Gas on
15:31 40 840
15:50 42 868
15:56 42 870 Gas off
15:58 Off Left to solidify
in crucible

Melt-in took five hours, a long period caused by the inefficient thermal transfer of this
crucible/susceptor design. During melt-in, white hot spots developed at the segment joints in the

graphite susceptor. This was due to electrical arcing between the graphite segments. This
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produced vapor or gas bursts at those locations and g ected quantities of the packing sand (silica
of unknown purity) at those sites. Some of the gjected material contaminated the melt.

Some other details are not covered in the table. A significant amount of gas bubbling and spitting
was observed during the initial melting of the Si charge. Thiswas likely caused by Si reaction
with silicaimpurities (slag) still present with the solid feed stock to produce gaseous SiO. This
reaction subsided after 10-15 min. melting. During the melt a section of solid silicon bridged the
top of the crucible and failed to melt in. This was despite very vigorous agitation of the melt
from induction stirring. An attempt was made to break this bridge, but this appeared to damage
the crucible so it was stopped. Owing to this bridge, it was apparent that the sample cup would
not be able to fit into the molten area of the silicon. It was decided that the melt should be
allowed to solidify in place and a final sample taken from the solid remaining in the crucible.
During removal of the lance from the furnace chamber, the silica tube broke off and fell onto the
melt. Thiswas not perceived to be a problem, asit stayed on the top of the solid bridge on the
melt.

After the Si ingot was solidified, it was removed from the furnace. Upon removal it was
observed that the silica crucible had cracked during the normal expansion of silicon during
solidification; no silicon flowed onto the solid top of the ingot to relieve pressure. Some liquid
silicon leaked into the sand packing and reacted with the graphite. Three samples were broken
off theingot and were sent for analysis (to Northern Analytical Laboratory, Merrimack, NH),
along with four samples of slag-free, as-received MG silicon. These results are reported in Table
2 below. It can be seen that significant reductions of Al and Ti, and others were accomplished. B
was minimally affected, and P was marginally reduced; modeling had predicted that these
species could be affected by this processing technique. Other elements significantly reduced
were C, Mg, Ca, V, Cr, Mn, Fe, Co, Ni, Cu, Zr. The data aso show significant sample to sample
variations in some elements for both the as-received MG-Si and the treated Si.

Given the short time (28 min.) of gas processing in this experiment, the effects on some of the

species were minimal. Boron removal is likely to take alonger time, and phosphorus removal

requires longer vacuum exposure timein a hard vacuum.
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Table 2. Analyses of as-received MG silicon and samples from melt V338

Element | MG1| MG2| MG3| MG4| 3/3/99D| 3/3/99F| 3/3/99A
(Ppm)

Li 0.016] 0.03] 0.019 0.053 0.012] 0.016] 0.017
B 32/ 28 371 23 25 24 24
C 90| 80 100/ 1200 43 27 26
Na 0.036] 0.024| 0.014/ 0.074 0014 0.011 0.03
Mg 25) 95 17] 17 0064 013  0.012
Al 125] 35| 70| 140 6.5 12 2.4
P 34 21 35 16 14 16 19
S 0.076] 0.054 0.051 056/ 0084 008  0.036
Cl 056] 043 048 092 0.55 0.5 0.43
K 0.025] 0.3 047] 052 0027 0031 0073
Ca 600 30 31 50 3.2 2.5 0.48
Ti 60f 25/ 39| 50 1.5 4.2 0.27
v 36/ 15 27 38 014 034 0017
Cr 33 13 22| 46 0.25 1 0025
Mn 54 18] 33 62 0.77 45 0.15
Fe 2305/ 920/ 1500/ 3200 25 150 47
Co 48 18 38 35 0066 0.36) 0.008
Ni 94 32 53 83 0091 053 0052
Cu 14] 39 81 12 0.26 1.6 0.15
Zn 0.05] 005 005 0.38 005/ 005 <0.05
Ge 57 27 7 39 2.9 5.1 2.1
As 042] 019 042 048 012] 0.26 0.11
Zr 38 18 29 11 011 036 0.02
Mo 1 055 07 081 0033 01 0.015
Ba 045 0.23] 019 047 0.06) 0018  0.013
La 35 15 17 22 013 038  0.027
Ce 65 27 31 43 033  0.66 0.68
Pr 0.8 0.32] 0.37] 056 0.05 0.086 0.14
Nd 22| 0.85 1] 15 11 022 0.05
W 041 026 023 039 0049 0.048  0.025
Th 0.15] 0.07| 0.069] 0.074 0.01 0.024 0.01
U 0.24] 0.086] 0.15 0.12 001 0.022 0.01

As can been seen in Table 2, melting the silicon metal took five hours, along time for induction
melting. This was due to poor heat transfer from the graphite susceptor to the silica crucible and
poor susception of the split graphite ring. Also, the bridging that was evident in the melt showed
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that heat losses out the top due to radiation were quite severe, and more heat input at the top
surface was necessary. A new crucible/susceptor was designed for the next experiment to
compensate for this.

Silicon Melt V339

This experiment was designed to process the molten Si in two stages. The crucible was charged
with 20.2 kg of MG silicon and melted in the vacuum induction furnace. The first trestment stage
was vacuum exposure for approximately one hour to assess evaporation of phosphorus from the
melt. The second stage was a two-hour ammonia gas blow to evaluate removal of boron and

other impurities.

Learning from the problems found in the prior experimental run, a new crucible and susceptor
arrangement was employed in V339. The design is shown in Figure 6 below. It placesthe
crucible down lower into the induction coils, with greater susceptor area available above it for
radiative heat input. Also the susceptor is one-piece construction, covering the bottom of the
crucible to heat that area as well. This one-piece construction also eliminates the chance of

arcing between segments.

The ammonia gas was injected using a quartz silica tube attached to a water-cooled lance. Gas
was injected onto the surface only. The quartz tube was positioned approximately 5 cm above the
melt surface, and the gas flow was adjusted to produce a steady state furnace pressure below 800
mtorr (to avoid plasma arcing in the furnace induction coils). This gas flow produced adimple
ontheliquid Si surface without causing spatter.

A new sampling method was attempted using a1 cm ID straight quartz silica tube, but on the
first attempt it was found that an insufficient amount of silicon remained in the tube upon
dipping, and the copper dip samplers were used instead. Two samples were taken from the melt
using a copper dip apparatus, which would chill the sample due to thermal mass before reactions
could take place. A total of three samples were analyzed: one from half way through the vacuum

treatment, after one-half hour of ammoniatreatment, and from the solidified ingot.

18



Silica Crucible

Induction coil

Packing sand

(oo T o B o BN o B o B o B o B o B o BN e I o

Figure 6. Revised crucible and susceptor design in vacuum induction furnace; athin layer
of silica sand was placed between the crucible and susceptor to allow relative motion.

Prior to the experiment, the crucible/ susceptor apparatus was baked out (at 1330°C) in the
furnace to remove volatile organic components and moisture. To begin the experiment, the
furnace was pumped down, and a leak rate of 14 mtorr/ hr was achieved. The power was turned

on to the induction coils at 8:17 AM. The procedure went as follows:

Table 3. History of experiment V339

Time Power | Temperature Pressure Comment
(KW) (°C) (mtorr)

8:17 20 6.8

8:37 30 7.4

8:50 40 10.3

9:00 50 17.9

9:10 75 31.6

9:20 100 52.5

9:31 100 122
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9:33 100 1525 | Sidull red

9:38 100 240

9:41 100 279

9:43 100 299

9:46 100 1180 329

9:50 100 1202 353

9:52 100 1223 362

9:55 100 1257 368 Melting below

10:00 100 1294 371

10:02 100 1282 370 Si droppingin

10:10 100 1410 390 melted, vigorous bubbling

10:11 80 389

10:12 50 1493 380 | All melted

10:17 1527 359 Bubbling

10:18 40 1538 374

10:19 30 1540 365 | Violent bubbling

10:20 15 1568 345 “

10:21 15 1527 325 “

10:24 15 1557 286 “

10:30 15 1516 237 Bath quiet

10:31 15 1521 “

10:36 20 218

10:37 20 1477 Failed silica tube sample

10:42 30 216 Dendrite growth from side

11:00 60 252 Frozen over

11:20 55 271 Starting to melt in

11:25 30 1443 Violent bubbling, solid skin meltin

11:26 35

11:27 40

11:28 38

11:29 38 1476 281 All remelted

11:30 1510 Sample 1

11:31 34 1496 280

11:34 1499

11:36 34 1499 274

11:39 39 280 Starting to freeze in from edge

11:41 39 1493

11:45 43 1489 325

11:46 48 315 Start ammonia flow

11:47 42 443

11:48 42 593 Tube 5 cm above surface

11:51 50 1482 685 Ammonia flow rate equivalent to
m*/ hr of Ar

11:55 50 1493 710

20



11:58 45 1493 725

12:03 45 1498 695

12:11 Furnace tilted, broke silica gas
injection tube

12:15 40 1488 155 Bath quiescent , readying sample dip

12:16 Sample 2

12:36 45 515 Resume ammonia flow

12:52 45 638

12:53 40 637

13:03 40 661

13:08 40 676 Bubbles emerging from center of
melt (where silicalance fell)

13:30 50 698 Skin developing

1:46 50 717 Larger skin

1:53 40 500 Gas off

1:.54 310 Power off

The above table comprehensively covers the details of the melt. The modified susceptor design

was thermally more efficient and reduced the melt-in time for the Si charge to less than two

hours. The pre-melt bakeout procedure for the crucible/susceptor assembly did not reduce the

furnace pressure during the vacuum treatment compared to the earlier melt. A gas generating

reaction was observed between the S melt and the silica crucible when the melt temperature

exceeded 1525°C. The bubbling is thought to be due to the evolution of silicon monoxide. At
lower temperatures gas was not generated, and the molten Si was rapidly circulated by induction
stirring. The center bubbling which occurred later in the melt is assumed to be a product of
reaction with the broken silica tube. The SiO deposited on cooler surfaces within the furnace to

form a white or tan deposit (see Figures 1 and 7).
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Figure 7. Top of crucible and susceptor after melting showing silica deposits

After the ingot was solidified, it was removed from the furnace (Figure 8). The silicacrucible
again cracked during the expansion due to solidification. This expansion also managed to crack
the graphite susceptor. The silica sand put between the crucible and susceptor was melted or
densified, and it did not act to relieve thermal strains during cooldown. The Si ingot was aso
highly fissured. Samples were broken off the ingot and were sent for chemical anaysis. These

results are reported in Table 4, along with results from the samples of as-received MG silicon.

Levels of P decreased by roughly afactor of two after the first 0.5 hr of vacuum treatment and
did not decrease with additional time in the furnace (Figure 9); this was the same level of
reduction as the shorter exposure melt V338. B levels did not appear to systematically change
during the experiment. Ti, Al, and Calevels also decreased by a factor of two or more (Figure
10). A number of other elements, C, Mg, V, Mn, Fe, Co, Cu, and Zr, were aso significantly
reduced (Table 4). Cr and Ni levels decreased prior to the final ingot sample (Figure 11), where
the increased values are likely due to dissolution of the stainless steel bolt on the copper dipper
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used to take the previous sample. There was no apparent Cu contamination of the melt caused by
the sample dipper. The data aso show significant sample to sample variations in some elements
for both the as-received MG-Si and the treated Si.

Figure 8. Silicon ingot produced in melt V339 removed from fractured quartz silica
crucible and graphite susceptor
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Table 4. Analyses of as-received MG silicon and samples from melt V339

Element | MG1 | MG2 | MG3 | MG4 | 4/27/99-1 | 4/27/99-2 | 4/27/99-3
(ppm)

Li 0.016] 0.03] 0.019] 0.053 0.017 0.015 0.12
B 32 28 37 23 37 22 26
C 90 80| 100 1200 55 70 36
Na 0.036] 0.024| 0.014| 0.074 0.044 0.016 0.014
Mg 25 9.5 17 1.7 0.17 0.10 0.015
Al 125 35 70 140 68 29 31
P 34 21 35 16 13 14 11
S 0.076] 0.054| 0.051] 0.56 0.059 0.15 0.065
Cl 0.56] 043 048 0.92 0.060 0.80 0.40
K 0.025 0.13] 047 052 0.10 0.28 0.081
Ca 60 30 31 50 0.19 16 21
Ti 60 25 39 50 3.8 7.6 5.2
Vv 3.6 1.5 2.7 3.8 0.42 0.45 0.49
Cr 33 13 22 46 9.4 4.3 27
Mn 54 18 33 62 18 9.0 14
Fe 2305 920] 1500/ 3200 505 550 525
Co 4.8 1.8 3.8 3.5 0.57 0.45 0.62
Ni 9.4 3.2 5.3 8.3 2.2 13 11
Cu 14 3.9 8.1 12 4.7 2.6 4.9
Zn 0.05 0.05 0.05 0.38 0.19 0.30 0.21
Ge 5.7 2.7 7 3.9 4.0 2.8 4.5
As 042 019 042 048 0.13 0.44 0.29
Zr 3.8 1.8 2.9 11 0.31 0.47 0.38
Mo 1 0.55 0.7 081 0.18 0.50 0.58
Ba 045 0.23 019 047 0.095 0.16 011
La 35 15 1.7 2.2 0.14 0.55 0.23
Ce 6.5 2.7 31 4.3 0.17 11 0.32
Pr 08 032 037 056 0.040 0.12 0.05
Nd 22 085 1 1.5 0.040 0.36 0.18
w 041 0.26] 0.23] 0.39 0.10 0.12 011
Th 0.15] 0.07] 0.069] 0.074 <0.01 0.10 <0.01
U 024 0086 0.15 0.12 <0.01 0.30 0.013
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V 339 Ni and Cr Compositions
(Data for MG-Si are 4 sample averages)
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Figure 11. Cr and Ni compositionsfor Si melt V 339

C. Discussion and Conclusions

The results of these experiments show that exposure of molten MG Si to vacuum in the induction
furnace did reduce levels of a number of impurity elements, including P and as well as several
metallic species. Concentrations of these species were typically reduced by afactor of two or
more after vacuum exposures of one-half to one hour. Measured vacuum levels during these
high temperature vacuum exposures were typically 200-300 mtorr. It islikely that this gas
pressure originated from outgassing of the crucible box with its packing sand, with water vapor
was amajor component. Dissociation of the water at the hot Si surface would have provided
significant levels of hydrogen and oxygen for reaction with severa of the species, aswell asthe
Si. Prior to the melt V 339 experiment, the crucible box was baked out in vacuum at high
temperature in an attempt to remove the moisture and any other volatiles; since the furnace
pressures during vacuum treatment were not different between meltsV 338 and V 339, this

bakeout was incomplete.
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Reduction of B levels either by vacuum treatment or by blowing with NH3; were not achieved
here. Thermodynamic models predict that the B dissolved in molten Si should react with active
nitrogen from dissociated anmonia at the molten surface. The BN formed would be small
clusters and would rapidly re-dissolvein the Si if they were not trapped. Possible trapping sites
could be the crucible wall or afloating slag. The data suggest that the crucible walls were not
effective trapping locations; this could be because the silica crucible was al so reacting with the
Si melt, and the surface was not stable. Additional work to develop a useful slag on molten Si

would be necessary to further test the usefulness of blowing with ammonia gas.

Severa engineering issues were identified during this work that would need to be addressed to

optimize induction melting for Si processing.

1. Thermal transfer is poor from the graphite susceptor through the quartz crucible wall into the
solid Si charge. Méelt-in times of several hours are inefficient for this type of furnace. Since
heat flow isfrom the outsidein, it isimportant to avoid overheating the crucible, which can
causeit to sag aswell as chemically react with the Si. It is also thermally inefficient to use an
induction furnace for many hours of reaction; runs of 10’s of hours would be economically
impractical.

2. Thetop of the molten Si ingot always freezes first due to radiative cooling. Since Si expands
asit solidifies, subsurface molten Si exerts pressure and fractures the crucible. Thisresultsin
loss of product as well as need for extensive cleanup and rebuilding of the crucible box and
susceptor.

3. Reaction is continuous between the molten Si and the crucible and/or the furnace
atmosphere. This generates large amounts of gaseous SiO which redeposit inside the furnace,
particularly along the top rim of the crucible. This precludestilt pouring the molten Si
charge, since the Si reacts violently with the deposits.

4. Sampling the molten Si during the process remains a concern. The copper block dipper did
obtain Si material, but it would be better to use a non-metallic sampler. Additional work is

needed to develop a quartz tube sampling system.
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IIl1.  Thermochemical Analysisfor Al Removal from Polysilicon Melts

This section presents results from chemical equilibrium calculations that examine the likely
effectiveness of various “gas blowing” treatments to remove impurities from polysilicon melts.
The main body of this work is described in Sandia National Laboratories report number
SAND99-1047 by P. Ho and J. M. Gee [5]. That report contains a description of the problem,
calculational methods, and results for removal of C, B, P and Fe impurities. This supplement

provides data and results for Al only, and is not meant to be a stand-alone document.

The calculational methods, input mixtures, and temperature/pressure conditions were the same as
used previously, except for the addition of Al(cr) at the 0.001 level. Thermochemical data were
obtained from several sources. The CHEMKIN thermodynamic database [6] contained data for
Al, AICI, AICI ,, AICI3, Al,Clg, AlH, AlH,, AlH3, Al.He, AlMe, AlMe,, HAIMe, HAIMe,

HAIMe;, (where Me denotes a methyl group) and Al(cr). Updated data forfdite AbMes

were obtained from Harry Moffat's work on MOCVD precursors. The NASA thermochemical
data base [7] provided information for AIBQAIC, AIN, AIO, AIOCI, AIOH, AIO,, AlIO,H, Alj,,

Al,0O, Al,O,, HAIO, AIN(s), Al,05(a), ALO5(I), AlSiOs(an) and AiSi,O,3(s). Data for AIC)(S)

and AlHs(s) were taken from the Noring database [8], while data f{Zs{dr) were obtained by

fitting data from the JANAF Tables [9] to the appropriate polynomial form. Densities for the
condensed phase species [Al(cr) = 2.702 &/&IN(s) = 3.26, AJOs(a) = 3.97, Al(l) = 2.39,

AICI5(I) = 1.31] were obtained from the CRC [10], except foiA(l) and AlHs(s) where

guesses were used. The list of Al-containing compounds is short enough that no effort to reduce

the number of species was made, although many of the species were clearly not significant.

A. Results

The results of the equilibrium calculations are presented in two forms. Figures 12—-22 give the
distribution of Al among the gas, liquid, and solid phases as a function of temperature and
pressure. Tables 5-15 list the corresponding dominant Al-containing chemical species in each
phase, again as a function of temperature and pressure. As for the main study, the added gases
investigated are: Hair, water vapor, wet air, HCI, £ICl,/O,, SiCl;, NHs, NH;OH and NHCI.
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The calculations included a small amount of Ar to avoid potential numerical problemsin case all

the gases react to form condensed products, making the volume too small.

The figures and tables show several trends:

1.

As would be expected for a metal that melts at 660°C, there can be significant amounts of
atomic Al in the gas, especially at higher temperatures and lower pressures. This suggests
that Al might, to a limited extent, be removed by vaporization in the absence of added gases.
Similar results were reported for P and Fe in the earlier study, although Al has smaller
fractions in the vapor.

Most of the Al is generally present in the liquid phase, except when nitrogen is present in the
system. In that case, AIN(s) dominates, especially at higher pressures and lower
temperatures. Formation of AIN(s) should be kinetically limited, especially withut

evaluating such considerations are beyond the scope of this study.

In the presence of chlorine, aluminum chlorides (AB2id ALClg) can form in the gas,

increasing the fraction of Al in the gas-phase somewhat above that from vaporization alone.
However, formation of these chlorides is more significant at higher pressures, where there is
less Al in the gas-phase, so this is probably not a major effect. However, at higher
temperatures and pressure, substantial amounts of liquigd &predicted to be present at
equilibrium, and this may be sufficiently less dense than liquid silicon to provide some
separation possibilities.

For NH; and HO gas treatments, some Alfbrmation is predicted. However, this is also
favored at higher pressures where less of the Al is in the gas-phase, so this is probably not a
very important effect.

In the presence of oxygen, significant amounts of liquid and sojidsAlan form, but may

be difficult to separate from molten silicon. This is also favored at higher pressures and lower

temperatures.
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B. Discussion and Conclusions

The results of these equilibrium calculations can be qualitatively compared with silicon

purification experiments in the literature. Khattak and Schmid [11] reported that they were able

to reduce Al impuritiesin silicon by argon blowing (pressures of 0.2-0.3 Torr) or acombination

of moist argon blowing and slagging. Thisis consistent with the resultsin Figures 14 and Table

7, indicating that some Al can be removed by evaporation, and that this removal is assisted by

water vapor. Calculations done with Ar only (0.06) at 1650°C and 0.001 atm showed 15% of the
Al in the vapor, as compared with 26% for water vapor (0.88 H0.01 Ar) at the same

conditions. (Note that a calculation done with 0.05H.01Ar gave essentially the same results

as pure argon at this high temperature and low pressure.) Dosaj et al., [12] and Hunt, et al. [13]
reported that reactive gas blowing with, Gf a CH/O, mixture has been used to reduce the level

of Al in silicon. This is consistent with the results presented in Figures. 17 and 18 and Tables 10
and 11, although the calculations suggest that, depending on the pressure and temperatures used,
the observed reduction in Al might be due to evaporation as much as a chemical reaction. In
contrast with these studies, Sakaguchi, et al. [14], addressed the reduction of Al impurities in the

directional solidification part of their work, rather than in the gas blowing part of the study.

These chemical equilibrium calculations suggest that Al impurities are likely to be removed from
molten silicon by gas-blowing techniques primarily via evaporation at relatively high
temperatures and low pressures. This is similar to the results for P removal, with the caveat that
Al will probably be harder to remove. In practice, the presence of the blowing gas, as opposed to
simple evacuation, may be necessary to help “stir” the melt and transport gas-phase species out
of the system. Alternatively, aluminum nitride, oxide, and/or condensed-phase chlorides should
form in significant quantities under certain conditions. If they can be separated from the molten

silicon, this could provide a different approach to Al impurity removal.
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Figure 12. Distribution of aluminum among phases: O, =0.05, Ar =0.01.
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Table5: Dominant* chemical speciesfor aluminum impuritiesin silicon with O,/Ar
addition.

Added Gases | Temperature | Pressure | Phase | Al-containing species
CO (atm)
0,=0.05 1450 0.001 Gas Al
Ar=0.01 Liquid | Al(l)
Solid | Al(cr), Al;,04(a)
0,=0.05 1450 0.01 Gas Al
Ar=0.01 Liquid | AlLO4(1), Al(l)
Solid | Al(cr), Al,O5(@)
0,=0.05 1450 0.1- Gas Al
Ar=0.01 1.0 Liquid | Al,O4(1), Al(I)
Solid | Al,O5(a), Al(cr)
0,=0.05 1550 0.001 Gas | Al
Ar=0.01 Liquid | Al(l)
Solid | Al(cr)
0, =0.05 1550 0.01 Gas | Al
Ar=0.01 Liquid | Al(l), Al ,04(1)
Solid | Al(cr), Al,O3(a)
0,=0.05 1550 0.1- Gas Al
Ar=0.01 1.0 Liquid | Al,O5(1), Al(l)
Solid | Al,O3(a), Al(cr)
0,=0.05 1650 0.001 Gas | Al
Ar=0.01 Liquid | Al(l)
Solid | ---
0, =0.05 1650 0.01 Gas | Al
Ar=0.01 Liquid | Al(l)
Solid | Al(cr)
0,=0.05 1650 0.1- Gas Al
Ar=0.01 1.0 Liquid | Al(l), Al ,05(1)
Solid | Al,03(a), Al(cr)

* Chemical species are listed for each phase in order of decreasing mole fraction. If
multiple species are listed, each represents at least ~10% of the aluminum in that phase.
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Figure 13. Distribution of aluminum among phases. O, =0.01, N, = 0.04, Ar = 0.01.
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Table6. Dominant* chemical speciesfor aluminum impuritiesin silicon with O2/N2/Ar
addition.

Added Gases Temperature | Pressure | Phase | Al-containing species
) (atm)

0,=0.01 1450 0.001 - | Gas Al

N, =0.04 1.0 Liquid | Al(l)

Ar=0.01 Solid | AIN(s)

0, =0.01 1550 0.001 - | Gas Al

N, = 0.04 1.0 Liquid | Al(l)

Ar=0.01 Solid AIN(s)

0,=0.01 1650 0.001 - | Gas Al

N, = 0.04 1.0 Liquid | Al(l)

Ar=0.01 Solid | AIN(s)

* Chemical species are listed for each phase in order of decreasing mole fraction. If multiple
species are listed, each represents at least ~10% of the aluminum in that phase.
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Figure 14. Distribution of aluminum among phases. H,O = 0.05, Ar = 0.01.
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Table7. Dominant* chemical speciesfor aluminum impuritiesin silicon with H,O/Ar
addition.

Added Gases | Temperature | Pressure | Phase | Al-containing species
CO (atm)
H,O =0.05 1450 0.001 Gas Al
Ar=0.01 Liquid | Al(l)
Solid | Al(er)
H,O =0.05 1450 0.01 Gas Al, AlH,
Ar=0.01 Liquid | Al(l), Al,O5(1)
Solid | Al,O3(a), Al(cr)
H,O =0.05 1450 0.1- Gas AlH,, Al
Ar=0.01 1.0 Liquid | Al(l), Al ,04(1)
Solid | Al,O5(a), Al(cr)
H.,O = 0.05 1550 0.001 Gas | Al
Ar=0.01 Liquid | Al(l)
Solid | Al(cr)
H,O = 0.05 1550 0.01 Gas | Al
Ar=0.01 Liquid | Al(l)
Solid | Al(cr), Al,O3(a)
H,O = 0.05 1550 0.1 Gas | Al AlH;
Ar=0.01 Liquid | Al(l), Al ,O5(1)
Solid | Al,O3(a), Al(cr)
H,O = 0.05 1550 1.0 Gas | AlHy, Al
Ar=0.01 Liquid | Al(l), Al ,O5(1)
Solid | Al,03(a), Al(cr)
H,O = 0.05 1650 0.001 Gas | Al
Ar=0.01 Liquid | Al(l)
Solid | ---
H,O = 0.05 1650 0.01 Gas | Al
Ar=0.01 Liquid | Al(l)
Solid | Al(cr)
H,O = 0.05 1650 0.1 Gas | Al AlH,
Ar=0.01 Liquid | Al(l), Al ,04(1)
Solid | Al(cr), Al,O3(a)
H,O = 0.05 1650 1.0 Gas | AlHy, Al
Ar=0.01 Liquid | Al(l), Al ,05(1)
Solid | Al,03(a), Al(cr)

* Chemical species are listed for each phase in order of decreasing mole fraction. If multiple
species are listed, each represents at least ~10% of the aluminum in that phase.
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Figure 15. Distribution of aluminum among phases. H,0 = 0.01, O, =0.008, N, =
0.032, Ar =0.01.
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Table8. Dominant* chemical speciesfor aluminum impuritiesin silicon with
H-0O/O,/N,/Ar addition.

Added Gases Temperature | Pressure | Phase | Al-containing species
) (atm)

H,O =0.01 1450 0.001 - | Gas Al

O, =0.008 0.01 Liquid | Al(l)

N, =0.032 Solid AIN(s)

Ar=0.01

H,O =0.01 1450 0.1 Gas Al, AlH »

0O, =0.008 Liquid | Al(l)

N, =0.032 Solid AIN(s)

Ar=0.01

H,O =0.01 1450 1.0 Gas AlH», Al

0O, =0.008 Liquid | Al(l)

N, = 0.032 Solid AIN(s)

Ar=0.01

H,O =0.01 1550 0.001 - | Gas Al

0O, =0.008 0.01 Liquid | Al(l)

N, = 0.032 Solid AIN(s)

Ar=0.01

H,O =0.01 1550 0.1 Gas Al, AlH »

0O, =0.008 Liquid | Al(l)

N, = 0.032 Solid AIN(s)

Ar=0.01

H,O =0.01 1550 1.0 Gas AlH», Al

0O, =0.008 Liquid | Al(l)

N, = 0.032 Solid AIN(s)

Ar=0.01

H,O =0.01 1650 0.001 - | Gas Al

0O, =0.008 0.01 Liquid | Al(l)

N, = 0.032 Solid AIN(s)

Ar=0.01

H,O =0.01 1650 0.1 Gas Al, AlH >

0O, =0.008 Liquid | Al(l)

N, = 0.032 Solid AIN(s)

Ar=0.01

H,O =0.01 1650 1.0 Gas AlH, Al

0O, =0.008 Liquid | Al(l)

N, = 0.032 Solid AIN(s)

Ar=0.01

* Chemical species are listed for each phase in order of decreasing mole fraction. If
multiple species are listed, each represents at least ~10% of the aluminum in that phase.
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Figure 16. Distribution of aluminum among phases. HCI = 0.05, Ar = 0.01.
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Table9. Dominant* chemical speciesfor aluminum impuritiesin silicon with
HCI/Ar addition.

Added Gases | Temperature | Pressure | Phase | Al-containing species
O (atm)
HCl = 0.05 1450 0.001 Gas Al, AICl,
Ar=0.01 Liquid | Al(l)
Solid | Al(cr)
HCl = 0.05 1450 0.01 Gas AICl;, Al, Al,Clg
Ar=0.01 Liquid | Al(l)
Solid | Al(er)
HCl = 0.05 1450 0.1 Gas Al.Clg, AlICI;
Ar=0.01 Liquid | AICI5(1), Al(l)
Solid | Al(cr)
HCl = 0.05 1450 1.0 Gas Al,Clg, AICI;
Ar=0.01 Liquid | AICI5(l)
Solid | Al(er)
HCl = 0.05 1550 0.001 - | Gas Al, AICI,
Ar=0.01 0.01 Liquid | Al(l)
Solid | Al(cr)
HCI =0.05 1550 0.1 Gas | AICl,, Al,Clg
Ar=0.01 Liquid | Al(l), AICI (1)
Solid | Al(cr)
HCI =0.05 1550 1.0 Gas | AlClg, AICI;
Ar=0.01 Liquid | AICI5(I), Al(l)
Solid | Al(cr)
HCI = 0.05 1650 0.001 Gas | Al
Ar=0.01 Liquid | Al(l)
Solid | Al(cr)
HCI =0.05 1650 0.01 Gas | Al, AICI,
Ar=0.01 Liquid | Al(l)
Solid | Al(cr)
HCI = 0.05 1650 0.1 Gas | AlCl,, Al,Clg
Ar=0.01 Liquid | Al(l), AICI (1)
Solid | Al(cr)
HCI =0.05 1650 1.0 Gas | AlCly, Al
Ar=0.01 Liquid | AICI5(D), Al(l)
Solid | Al(cr)

* Chemical species are listed for each phase in order of decreasing mole fraction. If
multiple species are listed, each represents at least ~10% of the aluminum in that phase.
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Figure 17. Distribution of aluminum among phases: Cl, = 0.05, Ar = 0.01.
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Table 10. Dominant* chemical speciesfor aluminum impuritiesin silicon with

Cl,/Ar addition.

Added Gases Temperature | Pressure | Phase | Al-containing species
O (atm)

Cl,=0.05 1450 0.001 Gas Al, AICl,
Ar=0.01 Liquid | Al(l)

Solid Al(cr)
Cl,=0.05 1450 0.01 Gas AICl,, Al,Clg
Ar=0.01 Liquid | Al(l), AICI5(I)

Solid Al(cr)
Cl,=0.05 1450 0.1 Gas Al,Clg, AICI,
Ar=0.01 Liquid | AICI5(1), Al(l)

Solid Al(cr)
Cl,=0.05 1450 1.0 Gas AlClg
Ar=0.01 Liquid | AICI5(l)

Solid Al(cr), AlCl5(s)
Cl,=0.05 1550 0.001 Gas Al, AICI,
Ar=0.01 Liquid | Al(l)

Solid Al(cr)
Cl,=0.05 1550 0.01 Gas AICl,, Al
Ar=0.01 Liquid | Al(l), AICI5(I)

Solid Al(cr)
Cl,=0.05 1550 0.1 Gas Al,Clg, AICI,
Ar=0.01 Liquid | AICI5(1), Al(l)

Solid Al(cr)
Cl, =0.05 1550 1.0 Gas Al,Clg, AICI,
Ar=0.01 Liquid | AlCI5(l)

Solid Al(cr), AlCI5(s)
Cl,=0.05 1650 0.001 Gas Al, AICl,
Ar=0.01 Liquid | Al(l)

Solid Al(cr)
Cl,=0.05 1650 0.01 Gas Al, AICl,
Ar=0.01 Liquid | Al(l)

Solid Al(cr)
Cl,=0.05 1650 0.1 Gas AICl,, Al,Clg
Ar=0.01 Liquid | AICI5(1), Al(l)

Solid Al(cr)
Cl,=0.05 1650 1.0 Gas Al,Clg, AICI,
Ar=0.01 Liquid | AlCI5(l)

Solid Al(cr)

* Chemical species are listed for each phase in order of decreasing mole fraction. If
multiple species are listed, each represents at least ~10% of the aluminum in that phase.
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Figure 18. Distribution of aluminum among phases. Cl, = 0.025, O, = 0.025, Ar =
0.01.



Table 11. Dominant* chemical speciesfor aluminum impuritiesin silicon with
Cl,/OJ/Ar addition.

Added Gases | Temperature | Pressure | Phase | Al-containing species
O (atm)

Cl, =0.025 1450 0.001 Gas Al, AlCl,

0, =0.025 Liquid | Al(l)

Ar=0.01 Solid Al(cr)

Cl, =0.025 1450 0.01 Gas AICl,, Al, AlClg

0, =0.025 Liquid | Al(l), AlO4(1)

Ar=0.01 Solid Al,O4(a), Al(cr)

Cl, =0.025 1450 0.1 Gas AlxClg, AICI;

0, =0.025 Liquid | AICI5(1), Al(l)

Ar=0.01 Solid Al,O5(a), Al(cr)

Cl, =0.025 1450 1.0 Gas Al Clg

0, =0.025 Liquid | AICI5(l)

Ar=0.01 Solid Al(cr), Al,O3(a)

Cl, =0.025 1550 0.001 Gas Al, AlCl,

0, =0.025 Liquid | Al(l)

Ar=0.01 Solid Al(cr)

Cl, =0.025 1550 0.01 Gas Al, AlCl,

0, =0.025 Liquid | Al(l)

Ar=0.01 Solid Al(cr), Al,O3(a)

Cl, =0.025 1550 0.1 Gas AICl,, AlClg,

0, =0.025 Liquid | AICI5(1), Al(l), Al,O4(1)

Ar=0.01 Solid Al,O4(a), Al(cr)

Cl, =0.025 1550 1.0 Gas AlxClg, AICI;

0, =0.025 Liquid | AICI5(1), Al(l)

Ar=0.01 Solid Al(cr), Al,O05(a)

Cl, =0.025 1650 0.001 Gas Al

0, =0.025 Liquid | Al(l)

Ar=0.01 Solid

Cl, =0.025 1650 0.01 Gas Al, AlCl,

0, =0.025 Liquid | Al(l)

Ar=0.01 Solid

Cl, =0.025 1650 0.1 Gas AICl,, Al, AlClg

0, =0.025 Liquid | Al(l), AICIg(l), Al,O4(1)

Ar=0.01 Solid Al(cr), Al,O3(a)

Cl, =0.025 1650 1.0 Gas AlxClg, AICI;

0, =0.025 Liquid | AlCI5(I)

Ar=0.01 Solid Al(cr), Al,O05(a)

* Chemical species are listed for each phase in order of decreasing mole fraction. |If

multiple species are listed, each represents at least ~10% of the aluminum in that phase.
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Figure 19. Distribution of aluminum among phases. SiCl, = 0.05, Ar = 0.01.



Table 12. Dominant* chemical speciesfor aluminum impuritiesin silicon with
SiCl /Ar addition.

Added Gases Temperature | Pressure | Phase | Al-containing species
O (atm)
SiCl;=0.05 1450 0.001 Gas Al, AICl,
Ar=0.01 Liquid | Al(l)
Solid Al(cr)
SiCl,=0.05 1450 0.01 Gas AlCl,, Al,Clg
Ar=0.01 Liquid | Al(l), AICI5(I)
Solid Al(cr)
S|C|4 =0.05 1450 0.1 Gas A|2C|6, A|C|2
Ar=0.01 Liquid | AICIg(), Al(l)
Solid Al(cr)
SiCl,=0.05 1450 1.0 Gas Al.Clg
Ar=0.01 Liquid | AICI5(l)
Solid Al(cr), AlCl3(s)
SiCl;=0.05 1550 0.001 Gas Al, AICI,
Ar=0.01 Liquid | Al(l)
Solid Al(cr)
SiCl,=0.05 1550 0.01 Gas AlCl,, Al
Ar=0.01 Liquid | Al(l), AICI5(I)
Solid Al(cr)
SiCl,=0.05 1550 0.1 Gas Al-Clg, AICI,
Ar=0.01 Liquid | AICI5(1), Al(l)
Solid Al(cr)
S|C|4 =0.05 1550 1.0 Gas A|2C|6, A|C|2
Ar=0.01 Liquid | AICIg(l)
Solid Al(cr), AlCI5(s)
SiCl,=0.05 1650 0.001 Gas Al, AlCl,
Ar=0.01 Liquid | Al(l)
Solid Al(cr)
SiCl;=0.05 1650 0.01 Gas AICl,, Al
Ar=0.01 Liquid | Al(l)
Solid Al(cr)
SiCl,=0.05 1650 0.1 Gas AlCl,, Al,Clg
Ar=0.01 Liquid | AICI5(1), Al(l)
Solid Al(cr)
S|C|4 =0.05 1650 1.0 Gas A|2C|6, A|C|2
Ar=0.01 Liquid | AICIg(l)
Solid Al(cr)

* Chemical species are listed for each phase in order of decreasing mole fraction. If
multiple species are listed, each represents at least ~10% of the aluminum in that phase.
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Figure 20. Distribution of aluminum among phases. NH3 = 0.05, Ar = 0.01.
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Table 13. Dominant* chemical speciesfor aluminum impuritiesin silicon with
NHs/Ar addition.

Added Gases | Temperature | Pressure | Phase | Al-containing species
CO (atm)
NH3; = 0.05 1450 0.001 Gas Al
Ar=0.01 Liquid | Al(l)
Solid | AIN(s)
NH3 = 0.05 1450 0.01 Gas Al, AlH,
Ar=0.01 Liquid | Al(l)
Solid | AIN(s)
NH3z = 0.05 1450 0.1 Gas AlHy, Al
Ar=0.01 Liquid | Al(l)
Solid | AIN(s)
NH3 = 0.05 1450 1.0 Gas AlH,
Ar=0.01 Liquid | Al(l)
Solid | AIN(s)
NH3; = 0.05 1550 0.001 - | Gas Al
Ar=0.01 0.01 Liquid | Al(l)
Solid | AIN(s)
NH3; = 0.05 1550 0.1 Gas | Al AlH,
Ar=0.01 Liquid | Al(l)
Solid | AIN(s)
NH3; = 0.05 1550 1.0 Gas | AlHy, Al
Ar=0.01 Liquid | Al(l)
Solid | AIN(s)
NH3; = 0.05 1650 0.001 Gas | Al
Ar=0.01 Liquid | Al(l)
Solid | AIN(s), Al(cr)
NH3; = 0.05 1650 0.01 Gas | Al
Ar=0.01 Liquid | Al(l)
Solid | AIN(s)
NH3; = 0.05 1650 0.1 Gas | Al AlH;
Ar=0.01 Liquid | Al(l)
Solid | AIN(s)
NH3; = 0.05 1650 1.0 Gas | AlHy, Al
Ar=0.01 Liquid | Al(l)
Solid | AIN(s)

* Chemical species are listed for each phase in order of decreasing mole fraction. If
multiple species are listed, each represents at least ~10% of the aluminum in that phase.
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Figure 21. Distribution of aluminum among phases. NH3 = 0.015, H,O = 0.035, Ar =
0.01.
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Table 14. Dominant* chemical speciesfor aluminum impuritiesin silicon with
NH3/H,O/Ar addition.

Added Gases | Temperature | Pressure | Phase | Al-containing species
CO (atm)

NH3 = 0.015 1450 0.001 - | Gas Al

H,0 = 0.035 0.01 Liquid | Al(l)

Ar=0.01 Solid | AIN(s)

NH3;=0.015 | 1450 0.1- Gas AlH, Al

H,O = 0.035 1.0 Liquid | Al(l), Al ,04(1)

Ar=0.01 Solid AIN(s)

NH3;=0.015 | 1550 0.001 - | Gas Al

H,O = 0.035 0.01 Liquid | Al(l)

Ar=0.01 Solid | AIN(s)

NH3;=0.015 | 1550 0.1 Gas | Al AlH;

H,O = 0.035 Liquid | Al(l), Al ,04(1)

Ar=0.01 Solid AIN(s)

NH3;=0.015 | 1550 1.0 Gas | AlHy, Al

H,O = 0.035 Liquid | Al(l), Al ,04(1)

Ar=0.01 Solid | AIN(s)

NH3;=0.015 | 1650 0.001 Gas | Al

H,O = 0.035 Liquid | Al(l)

Ar=0.01 Solid | AIN(s), Al(cr)

NH3;=0.015 | 1650 0.01 Gas | Al

H,O = 0.035 Liquid | Al(l)

Ar=0.01 Solid AIN(s)

NH3;=0.015 | 1650 0.1 Gas | Al AlH;

H,O = 0.035 Liquid | Al(l)

Ar=0.01 Solid | AIN(s)

NH3;=0.015 | 1650 1.0 Gas | AlHy, Al

H,O = 0.035 Liquid | Al(l), Al ,04(1)

Ar=0.01 Solid AIN(s)

* Chemical species are listed for each phase in order of decreasing mole fraction. If
multiple species are listed, each represents at least ~10% of the aluminum in that phase.
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Figure 22. Distribution of aluminum among phases: NH4CI = 0.05, Ar = 0.01.
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Table 15. Dominant* chemical speciesfor aluminum impuritiesin silicon with
NH4CI/Ar addition.

Added Gases Temperature | Pressure | Phase | Al-containing species
) (atm)
NH4Cl =0.05 | 1450 0.001 Gas Al
Ar=0.01 Liquid | Al(l)
Solid AIN(s)
NH4Cl =0.05 | 1450 0.01 Gas Al, AICl,
Ar=0.01 Liquid | Al(l)
Solid AIN(s)
NH4Cl =0.05 | 1450 0.1 Gas AlCl,, Al, AlH,
Ar=0.01 Liquid | Al(l), AICI5(I)
Solid AIN(s)
NH4C| =0.05 1450 1.0 Gas A|2C|6, A|C|2
Ar=0.01 Liquid | AICIg(), Al(l)
Solid AIN(s)
NH4Cl =0.05 | 1550 0.001 Gas Al
Ar=0.01 Liquid | Al(l)
Solid AIN(s)
NH4Cl =0.05 | 1550 0.01 Gas Al, AICl,
Ar=0.01 Liquid | Al(l)
Solid AIN(s)
NH4Cl =0.05 | 1550 0.1 Gas AlCl,, Al, AlH,
Ar=0.01 Liquid | Al(l), AICI5(I)
Solid AIN(s)
NH4Cl =0.05 | 1550 1.0 Gas AIlCl,, Al,Clg, AlH»
Ar=0.01 Liquid | AICI5(1), Al(l)
Solid AIN(s)
NH4Cl =0.05 | 1650 0.001 Gas Al
Ar=0.01 Liquid | Al(l)
Solid AIN(s), Al(cr)
NH4Cl =0.05 | 1650 0.01 Gas Al
Ar=0.01 Liquid | Al(l)
Solid AIN(s)
NH4Cl =0.05 | 1650 0.1 Gas Al, AlCl,, AlH,
Ar=0.01 Liquid | Al(l)
Solid AIN(s)
NH4Cl =0.05 | 1650 1.0 Gas AlCl,, AlH,, Al, Al,Clg
Ar=0.01 Liquid | Al(l), AICI5(I)
Solid AIN(s)

* Chemical species are listed for each phase in order of decreasing mole fraction. If
multiple species are listed, each represents at least ~10% of the aluminum in that phase.
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